
Razor Chain & Bar 125 
  
 

DESCRIPTION 
 
Razor Chain & Bar 125 is a high quality, virgin oil based chain bar lubricant suitable 
for all varieties of chainsaws & sawmill applications requiring anti-wear, tacky 
lubricating oil. 

 
CHARACTERISTICS 
 
Reduced chain, bar and sprocket wear.  Addition of enhanced anti-wear additive 
minimises wear on chain, bar and sprocket, reducing operating and maintenance 
costs 
 
Less fling off.  Inclusion of highly effective tackiness additive reduces fling off and 
lowers operating costs. 
 
Enhanced viscosity characteristics.  Specific viscosity of Razor Chain & Bar 125 
contributes to better component lubrication and adherence to chain, bar and 
sprocket, leading to optimum chainsaw operation and lower operating costs. 
 
TYPICAL TESTS 
Razor Chain & Bar 125 
Appearance Clear amber liquid 
Viscosity, cSt @ 40oC 125 
Density, kg/L at 15oC 0.89 

 
 
 
 
 
 
 
 
PRODUCT CODE       TX-CB125/1000 

TX-CB125/205 
TX-CB125/20 
TX-CB125/5 

 
 
"The facts stated and the recommendations made herein are believed to be accurate. No guarantee of their 
accuracy is made however, and unless otherwise expressly provided in written contract, the products are sold 
without conditions or warranties, expressed or implied. Purchasers should determine the suitability of such 
products for their particular purposes". 
 
Marketed in New Zealand by 
TransDiesel Limited 
533 Halswell Junction Road 
Christchurch 
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